





INTERIM ENGINEERING AND INSTITUTIONAL CONTROL PLAN

1.0

2.0

3.0

4.0

Tecumseh Redevelopment CMS Area

Table of Contents

INTRODUCTION AND DESCRIPTION OF REMEDIAL PROGRAM.....ccccceevemmuneieennnnee 1
11 INEOUCHON ettt 1
110 Purpose and Scope...........ceeveiinciviniiiiiiciicisieie i 1
1.1.2° "Tecumsely Property DeScriprion .............cuvcuvecureecureeerieenieseesieiseessesessaees e ssssesssassssasssssssssaesssaees 1
1.2 Site BaCK@rOUNd......coviiiciiiiiciiicceeecc e 2
T.20T HISIOTIC USE .t s 2
1,22 CUITENE USCuncnneniiiiciciiiecisete ettt ettt 3
1.2.3 REGUIGIOTY HISIONY ...ttt 3
1.2.4  Geologic and Hydrogeologic Conditions ...............vvuvcinivinivinininiciiicisieiisisisisssssssssesssnns 4
1.3 Summary of Implemented RCRA Corrective Measures ..o 5
INTERIM ENGINEERING AND INSTITUTIONAL CONTROL PLAN .....cccceiveeecrnnnnnns 6
2.1 INHOAUCHOMN .. 6
2.2 Engineering CONrOlS......oviiiiiiiiiiiiicicceies e 6
22,0 510 ACCESS COMITOLS ettt sttt 6
22,2 SWMU COUCE SYSIEMIS vttt 7
2.2.3  OU4 Groundwater COrvective MOASUTE.............ceeecereeceicerieericeniesieseeeseessesesse s sssaens 7
224 OUA S0876¢ A1ea ICM ...ttt 7
225 ATP-Expedited COrrective MOASUTES..........cueeeoeeceecarieirieerecinieiseeinecsseeensaesssaesssaesssaessseesseaens 8
2.3 Institutional CONLIOIS. ... 9
230 DO RESITIHION. ..ottt ettt naes 9
2.3.2  Excavation WorR Plaz ..ottt 10
2.4 Inspections and NOHIICAONS .....c.cviiuiriiriiieiiiiiieice e 11
LA THSPOCTIONS e 11
242 INOHJICATIONS ..ot 11
2.5 Contin@enCy Plan .....cooiiiiiiiiiiiiiiicci 12
250 EIHEIZENCY CONLACLS oottt s et ssestas s st e sseessaesenseneas 12
2.5.2  Map and Directions 10 HOSPIIAL...............cecuveeeuveveorieiriciricireeeeeeeeeecnee e ssesens 13
253 RESPONSE PPOCCANTES ... 13
REPORTING «.vveeveeeueeesteesteessesssesssesssessssssssssssesssssssesssesssesssessssssssssssssssssssesssssssesses 14
3.1 ANNUAL REPOLT ottt 14
3.2 Cotrective Measures Plaf.. ..o seeeaes 14
REFERENCES ...ccciiitttiiiititiniittiniieessiiesssntessstessssstessssaessssessssssessssssesssssassssssasas 15

0071-020-112 ; 8TURNKEY @ BENCHMARK



INTERIM ENGINEERING AND INSTITUTIONAL CONTROL PLAN
Tecumseh Redevelopment CMS Area

Table of Contents

LIST OF TABLES

Table 1 Site and Emergency Contact Numbers

LIST OF FIGURES
Figure 1 Site Location and Vicinity Map
Figure 2 Site Plan
Figure 3 CMS Area SFA Zones and Leased Premises
Figure 4 Shallow Groundwater Isopotential Map (March 2020)
Figure 5 SWMUs
Figure 6 Current and Proposed Site Access Controls
Figure 7 Interim/Final Cover Systems
Figure 8 Hospital Route Map

APPENDICES

February 1996 Declaration of Conditions, Covenants and Restrictions

Appendix A (includes Legal Description of the Premises as Schedule B)

Appendix B Excavation Work Plan
Appendix C  Health and Safety Plan

0071-020-112 i 8TURNKEY @ BENCHMARK



INTERIM EC/IC PLAN
TECUMSEH REDEVELOPMENT CMS AREA

1.0 INTRODUCTION AND DESCRIPTION OF REMEDIAL PROGRAM

1.1 Introduction

111 Purpose and Scope

The New York State Department of Environmental Conservation (NYSDEC)
requested Tecumseh Redevelopment Inc. (Tecumseh) submit a comprehensive Interim Plan
that provides necessary controls on the Corrective Measures Study (CMS) Area of the
Tecumseh property, including the waterfront, addressing signage, access control, soil/fill
management in the event of disturbance, use restriction and other measures to ensure
protection of public health and the environment until such time that the NYSDEC selects
tinal remedies and Tecumseh completes implementation of those final remedies.

TurnKey Environmental Restoration, LLC in association with Benchmark
Environmental Engineering & Science, PLLC (TurnKey-Benchmark) have prepared this
Interim Engineering and Institutional Control (EC/IC) Plan on behalf of Tecumseh.

Section 2.3.1 describes the use restrictions that exist for the Site as stated in the Deed
Restriction. The information contained within the October 2014 Soil/Fill Management Plan
(SEMP) for CMS Area (Ref. 1), previously submitted with the May 2019 CMS Report (Ref.
2), has been incorporated into this Interim EC/IC Plan as Section 2.3.2, renamed to
Excavation Work Plan (EWP). The EWP outlines the procedures to follow if and when
potentially impacted slag/fill is encountered on the CMS Area during implementation of
cotrective measures and/or during redevelopment or slag reclamation activities, outside the
known or defined boundaries of the SWMUs identified in the CMS as requiring further

assessment.

1.1.2 Tecumseh Property Description

The overall boundaries of the Tecumseh property, when purchased from Bethlehem
Steel Corporation in 2003, are more or less described in the Legal Description of the
Premises, included as Schedule B of the Declaration of Conditions, Covenants and
Restrictions (referred to herein for simplicity as a Deed Restriction and saved as Appendix
A) as filed by Bethlehem Steel in February 1996. The Deed Restriction applies to the entire

Tecumseh property that, at the time, was estimated to be 1,030 acres, stretching 2.5 miles in
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the north-south direction and 1.4 miles in the east-west direction. Most of the Tecumseh
property is in the City of Lackawanna, with southern portions of the property extending into
the Town of Hamburg. Tecumseh’s property is bordered by NY State Route 5 (Hamburg
Turnpike) on the east; Lake Erie to the west and northwest; and other industrial properties
to the south and the northeast. Figures 1 and 2 are regional and vicinity maps showing the
location and boundary of the Tecumseh property.

From a regulatory perspective, the original Tecumseh property can be divided into

three areas as shown on Figure 3:

* Brownfield Cleanup Program (BCP) Areas: Approximately 436 acres including 35
individual BCP parcels in Business Parks I, IA. II and III on the eastern portion
of the original Tecumseh property and including the Steel Winds I parcel on the
western half of the property that is surrounded by the CMS Area. A total of 251
acres of the BCP sites were sold by Tecumseh to other parties for redevelopment.

= Slag Fill Area (SFA) Zone 1: Approximately 129 acres

®  CMS Area: The 489 acres subject to the RCRA corrective measures program and
listed in the New York State Registry of Inactive Hazardous Waste Disposal Sites
(aka State Superfund). The CMS Area includes Slag Fill Area Zones 2, 3, 4 and 5
is further described in Section 1.1.3. This is the only area of the Tecumseh
property that is subject to this Interim EC/IC Plan.

Most of the BCP Areas have been remediated and sold, leased, and/or developed by
others (see Figure 2). Tecumseh now owns approximately 803 acres of land located on the
west side of Hamburg Turnpike including the entire CMS Area, the entire SFA Zone I and
approximately 185 acres in the BCP Area.

1.2 Site Background

1.2.1 Historic Use

The former Bethlehem Steel Corporation (BSC) Lackawanna Facility was used for
iron and steel production since the beginning of the 20th century. Steel-making operations
were discontinued by the end of 1983 and by the mid-1990s most of the steel-making
facilities on the west side of Hamburg Turnpike (NYS Route 5) had been demolished. In
September 2001, BSC filed for bankruptcy and the coke oven operation was terminated.
Nearly the entire 489-acre CMS Area was reclaimed from Lake Erie by deposition of iron
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and steel making slag by BSC, and by the U.S. Army Corps of Engineers (USACE) from
dredge spoils from the Buffalo River and harbor.

12.2 Current Use

The SFA is subdivided into five zones as shown on Figure 3. SFA Zones 2, 3, 4 and 5
comprise the CMS Area. SFA Zone 1 is approximately 129 acres located south of the CMS
Area. Approximately 29 acres of the SFA north of Smokes Creek was carved out of the
CMS, placed in the NYS BCP, and leased by Tecumseh to BQ Energy for the development
of a wind farm.

Portions of the CMS Area north of Smokes Creek in SFA Zones 3 and 4 are licensed
for reclamation of slag for beneficial reuse as commercial aggregate for structural fill, road
base, and asphalt and concrete additives. Other portions of the CMS Area and associated
buildings and facilities have been licensed for short-term use for wood mulching and coal

transloading (rail to truck) and storage.

12.3 Regulatory History

Tecumseh submitted the RCRA Facility Investigation (RFI) to USEPA in January
2005 (Ref. 3), which recommended 38 solid waste management units (SWMUSs) and three
watercourses for further evaluation through a CMS. In a letter dated May 17, 2006, USEPA
identified five additional SWMUs and two additional watercourses for further evaluation in
the CMS. Selected parcels on the Tecumseh property that did not contain SWMUSs requiring

further action were “carved out” of the CMS program, including:
*  Steel Winds (approx. 29 acres)

* BCP Business Park Sites I, IA, II, and III (approx. 436 acres combined)
* SFA Zone 1 (approximately 129 acres)

The portion of the Tecumseh property addressed by the CMS is approximately 489
acres located in the City of Lackawanna, New York that encompasses the 43 SWMUs and 5
watercourses identified in the RFI and/or by USEPA as requiring further assessment.
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1.2.4 Geologic and Hydrogeologic Conditions

The United States Department of Agriculture (USDA) Soil Survey of Erie County,
New York (Ref. 4) indicates that the Tecumseh property is covered by surface soil classified
as Urban Land, which is soil consisting of paved, foreign, or disturbed soils.

Historical documents indicate that the USACE deposited contaminated dredge spoils
off the former BSC Lackawanna Facility shoreline from circa 1900 to 1949. The USACE
sand/dredge spoil sediment unit is considered separate and distinct from the native sand
deposits except where they co-exist in SFA Zones 2, 3 and 4 along the western portion of
the CMS Area. During a geological investigation in 2000 (Ref. 5), three distinct subsurface
units were identified: slag/fill (approximately 15 to 24 feet thick); mixed silts and sands
(approximately 6 to 13 feet thick); and silty clay (lacustrine sediments) (greater than 17 feet
thick). The mixed silt and sand unit was determined to be consistent with dredge spoil
sediments and the observed thickness was within the reported range of dredge spoil disposal
as measured by the USACE 1936 (and later 1948) soundings of the dredge spoil surface. The
clay/silt/peat layers are underlain by Dolomitic limestone with shale bedding. This depth to
bedrock varies significantly north to south and east to west. Along the west side of the CMS
Area, bedrock elevations range from approximately 500 to 540 feet (ground surface
elevations along the shoreline of Lake Erie is 580 to 585 feet). In most areas there is a steep
slope with the ground elevation rising to above elevation 600 feet. Along the eastern portion
of the CMS Area, bedrock elevations range from about 520 to 540 feet (ground surface
elevations along the eastern CMS boundary range between 580 and 590 feet).

Historically, due to the proximity of Lake Erie and municipal supplied water,
groundwater in the area has not been developed for industrial, agricultural, or public supply
purposes. There is a Deed Restriction that prohibits the use of groundwater on the
Tecumseh property; consequently, no groundwater supply wells are present.

Static depth to groundwater measurements from monitoring wells and piezometers
indicate depths to groundwater between 4.3 to 67 feet below the surface. Figure 4 is an
isopotential map prepared from the groundwater elevations measured March 30-31, 2020.
Examination of the isopotential map indicates that shallow groundwater generally flows
toward the minor water bodies (e.g., Smokes Creek and the SRWT) in conjunction with a

westerly component (northwest portion of the property) toward major water body Lake
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Erie. The SRWT is in hydraulic connection with the shallow groundwater and flows south

into Smokes Creek, which then flows westerly ultimately discharging into Lake Erie.

1.3  Summary of Implemented RCRA Corrective Measures

In addition to voluntarily completing the RFI and undertaking the CMS as noted
above, Tecumseh has aggressively pursued and implemented a variety of interim corrective
measures (ICMs), expedited corrective measures (ECMs), and final corrective measures for
certain watercourses, high-priority SWMUs and/or operable units (OUs) while overall
remedies are being evaluated via the CMS process.

As of April 2020, Tecumseh has completed the following remedial actions on the
CMS Area:

Benzol Yard Groundwater ICM (SWMU P-11)

Smokes Creek Lower Reach Floodway Dredge ICM

Five Million Gallon Storage Tank ICM

ATP SWMU Group ECM (SWMUs S-11, §-22, and S-24)

ATP SWMU Group Exterior Groundwater Corrective Measure

Operable Units 2 and 3 (including SWMUSs P-18, S-18, P-9, P-76 and Areas of
Concern B, C, D, E, F G, H, and I); consolidation into ATP containment cell

7. Operable Unit 4 (Coke Plant By-Products SWMU Group including SWMUs P-11
and P-11A) Groundwater Corrective Measure, which was fully operational in
March 2019

8. 30-Inch Coke Oven Gas Pipeline ICM (SWMU P-76)
9. Benzol Plant Source Area Control ICM (SWMU P-11)

S o e

Figure 5 shows the location of SWMUs requiring further action according to the RFI
and those SWMUs that have been addressed with ICMs, ECMs, and final corrective

measures.
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2.0 INTERIM ENGINEERING AND INSTITUTIONAL CONTROL PLAN

2.1 Introduction

Since contaminated soil/fill remains in several SWMUs and contaminated
groundwater exists beneath portions of the CMS Area that are pending selection of final
corrective measures by the NYSDEC and subsequent implementation by Tecumseh, some
engineering controls and institutional controls may be advisable to protect public health and
the environment during the interim. This Interim EC/IC Plan describes the procedures for
the implementation and management of EC/ICs on the CMS Area prior to completion of

final corrective measures in the CMS Area.
This Interim EC/IC Plan provides:

= A description of all existing ECs and ICs on the CMS Area.

= A description of proposed additional interim ECs and ICs on the CMS Area.

® The basic implementation and intended role of each interim EC and IC.

= A description of the key components of the ICs set forth in the Deed Restriction.

* A description of the features to be evaluated and possibly modified during
implementation of final corrective measures.

® A description of plans and procedures to be followed for implementation of
interim EC and ICs, such as the implementation of the EWP for the proper
handling of solil, slag, or/or fill that may be distutbed on the CMS Area.

2.2  Engineering Controls

2.2.1 Site Access Controls

The south, east and north perimeter of the Tecumseh property is partially fenced.
Many of the BCP parcels (III-2 through III-9) that are owned or leased by Steel Sun and
Steel Sun 2 solar facilities and Welded Tube USA and portions or the Gateway property (see
Figure 6) along the eastern perimeter of the CMS Area are surrounded by chain link fencing.

Vehicular access to the Tecumseh property has, until recently, been through the
fenced gate at the foot of Ridge Road. The Dona Street Extension, which opened in March
2020, is a new public road beginning at NYS Route 5 and traveling due west approximately

1,400 feet terminating at the intersection of Tecumseh Site Highway 7, a private road, and
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the main access gate of Welded Tube USA, a private commercial property. The Erie County
ILDC and TMP, where a new light manufacturing facility is currently under construction,
collectively own approximately 156 acres in Business Parks I and II along NYS Route 5.
Strategically placed locked gates, concrete barricades, and no trespassing signs have
been installed within the Site boundaries to further limit access by unauthorized personnel to
the CMS Area and other portions of the former Bethlehem Steel property owned by
Tecumseh and others. TurnKey personnel are on-site regularly during weekday business
hours to open and close gates and control access. Figure 6 shows the location of current and

proposed additional access controls on and around the CMS Area.

2.2.2 SWMU Cover Systems

Interim or final cover systems that prevent exposure to subsurface soil/fill
contamination in several SWMUs on the CMS Area (see Figure 7). The Site cover may also
consist of buildings and pavement.

The Excavation Work Plan (Appendix B) outlines the procedures to be implemented
in the event the cover system is breached, penetrated, or temporarily removed, and any
underlying remaining contamination is disturbed. Any work conducted pursuant to the
Excavation Work Plan must also be conducted in accordance with the procedures defined in
a Health and Safety Plan (HASP) and associated Community Air Monitoring Plan (CAMP)
prepared for the Site and provided in Appendix C.

2.2.3 OU-4 Groundwater Corrective Measure

An Order of Consent between Tecumseh and the NYSDEC (File No. 16-55; Site
No. 915009) became effective in September 2017, to implement the NYSDEC-approved
OU-4 final groundwater corrective measures. Construction was substantially completed in
March 2019.Procedures for operating, maintaining, and monitoring the OU-4 groundwater

treatment system are documented in the November 2019 OM&M Plan.

2.2.4 OU-4 Source Area ICM

An Otrder of Consent between Tecumseh and the NYSDEC (File No. 18-23; Site
No. 915009) became effective in November 2018, to implement the NYSDEC-approved
Benzol Plant Source Control ICM. The construction of the OU-4 Source Area Interm
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Corrective Measure was completed in March 2019. Procedures for operating, maintaining,
and monitoring the OU-4 SVE system are documented in the November 2019 OM&M Plan

(Ref. 6).

2.2.5 ATP-Expedited Corrective Measures

The acid tar pit (ATP) SWMU Group (comprised of SWMUs S-11, S-22, and S-24) is
located adjacent to the lower reach of Smokes Creek approximately '2-mile upstream of the
mouth of Smokes Creek at Lake Erie.

In order to promptly mitigate the continued migration of contaminants from the
ATP SWMU Group to Smokes Creek via groundwater discharge and surface water flow, and
thereby avoid recontamination of the Creek sediment following the dredging, Tecumseh
completed a Focused CMS in May 2009 to evaluate remedial alternatives to address the
SWMU Group. The recommended expedited corrective measure (ECM), subsequently
approved by NYSDEC, was to excavate and consolidate the agitator sludge (SWMU S-24)
into the Acid Tar Pits (SWMUs S-11 and S-22) coupled with construction of a containment
system consisting of: a low-permeability soil-bentonite slurry wall around the lateral
perimeter of the Acid Tar Pits; a multi-layer low-permeability geocomposite cover system
over the containment cell; an internal collection system consisting of several vertical
pumping wells to remove contaminated groundwater and leachate from waste deposited
within the containment system; a double-walled conveyance system outside the containment
cell; and a pretreatment system to adjust pH and remove volatile organic constituents from
the collected groundwater/leachate prior to discharge to the Plant sewerage system and
ultimately to Erie County Sewerage System No. 6 for biological treatment at the publicly
owned treatment works (POTW) and discharge to Smokes Creek in accordance with their
SPDES discharge permit. An Order of Consent between Tecumseh and the NYSDEC
became effective in May 2010 to implement the ATP-ECM. The ATP ECM construction
activities were implemented on a design-build basis during the period of July 2010 through
November 2012.

During the phased construction ATP-ECM containment system, the concept of
consolidating additional compatible waste/fill from certain other CMS Area SWMUs into
the ATP was approved by the NYSDEC and deemed Operable Unit (OU) Nos. 2 and 3.
OU-2 consists of the stabilization and removal of the waste/fill from SWMUs P-9, P-18, P-
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76 and several AOCs and the transportation and consolidation of those stabilized wastes
into the ATP containment cell. OU-3 consists of the completion of the multi-layer final
cover system over the consolidated waste/fill in the center of the ATP containment cell,
with the final layer comprised of vegetated soils. The NYSDEC issuing a Final Statement of
Basis Corrective Measures Selection Operable Unit 02 Solid Waste Management Units S-
18b/c, P-9 P-18 in June 2015 (Ref. 7) authorizing Tecumseh to proceed with the
implementation of the Operable Unit final remedies. The consolidation and final cover
system work was completed during the period of August-November 2016. Procedures for
operating, maintaining, and monitoring the ATP-ECM system are documented in the May
2017 OM&M Plan (Ref. 8).

2.3 Institutional Controls

2.3.1 Deed Restriction

A series of ICs is required to (1) implement, maintain and monitor EC systems; (2)
prevent future exposure to remaining contamination by controlling disturbances of the
subsurface contamination and precluding groundwater use for potable purposes; and (3)
limit the use and development of the CMS Area to commercial/industrial type uses only.
Adherence to these ICs is requited and will be implemented under this Interim EC/IC Plan
including:

* Complying with the Deed Restriction and this EC/IC Plan by the Grantor and
the Grantor’s successors and assigns.

*  Operating and maintaining all ECs as specified in this EC/IC Plan.
* Inspecting all ECs at a frequency and in a manner defined in the EC/IC Plan.
* Reporting data and information pertinent to management of the CMS Area at the

frequency and in a manner defined in this EC/IC Plan.

The Deed Restriction lists the following ICs in the form of restrictions that must be

adhered to:

" The Premises or any part thereof shall be limited to industrial use only, which
shall include manufacturing, assembling, warehousing, and related railroad, port
and shipping activities, together with office space and other facilities including
laboratories incidental to such uses, but incidental uses such as day care centers,
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nursery schools or other facilities that are designed or intended to be primarily for
use or occupancy by multiple numbers of persons under the age of 18 years shall
not be permitted.

" No wells for the extraction or use of water from beneath the surface of the
Premises or any part thereof shall be installed, built, permitted or utilized on the
Premises or any part thereof for any purpose whatsoever; provided, however, that
BSC may install, use, operate and maintain monitoring wells and treatment wells,
including the extraction and treatment of water therefrom, solely for the purpose
of monitoring, treating or remediating such water; and provided, further, that any
other owner of the Premises or any part thereof may install, use, operate and
maintain monitoring wells and treatment wells, including the extraction and
treatment of water therefrom, on the part of the Premises so owned by such
owner, solely for the purpose of monitoring, treating, or remediating such water.

* Any activity or use not specifically permitted hereby or any activity prohibited
hereto shall be forbidden.

ICs identified in the Deed Restriction may not be discontinued without an

amendment to or extinguishment of the Deed Restriction.

2.3.2 Excavation Work Plan

Portions of the CMS Area contain SWMUs that are pending remedy selection by
NYSDEC and implementation of final corrective measures by Tecumseh. Any future
intrusive work that will penetrate the soil cover or cap, or encounter or disturb the remaining
contamination, including any modifications or repairs to the existing cover system, will be
performed in compliance with the Excavation Work Plan included as Appendix B. Any work
conducted pursuant to the Excavation Work Plan must also be conducted in accordance
with the procedures defined in the HASP and CAMP prepared for the CMS Area. Appendix
C includes a Site-wide HASP that is in current compliance with DER-10, 29CFR 1910,
29CFR 1926, and all other applicable Federal, State, and local regulations. Based on future
changes to State and federal health and safety requirements, and specific methods employed
by future contractors, the HASP and CAMP will be updated and re-submitted to the current
NYSDEC Project Manager. Any intrusive construction work will be performed in
compliance with the Excavation Work Plan, HASP, and CAMP, and included in the annual
report submitted as outlined in Section 3.1 of this Plan.

The Site Owners and associated parties preparing the remedial documents for

submittal to NYSDEC, and parties performing this work, are completely responsible for the
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safe performance of all intrusive work, the structural integrity of excavations, proper disposal
of excavation de-water, control of runoff from open excavations into remaining
contamination, and structures that may be affected by excavations (such as building
foundations and bridge footings). The Site Owner will ensure that Site development
activities will not interfere with, or otherwise impair or compromise, the engineering
controls (ECs) described in this EC/IC Plan.

2.4 Inspections and Notifications

2.4.1 Inspections
A comprehensive inspection of the CMS Area will be conducted annually. The

inspections will determine and document the following;:

"  Whether ECs continue to perform as designed.

"  Whether ECs continue to be protective of public health and the environment.
* Compliance with requirements of this EC/IC Plan and the Deed Restriction.
= Achievement of remedial performance criteria.

= Sampling and analysis of appropriate media during monitoring events.

= If Site records are complete and up to date.

* Changes, or needed changes, to the remedial or monitoring system.

If an emergency occurs, such as a natural disaster or an unforeseen failure of any of
the ECs, an inspection of the affected area will be conducted by a Qualified Environmental
Professional (QEP) as defined in NYSDEC DER-10 within five days of the event to verify
the effectiveness of the EC/ICs.

2.4.2 Notifications
Notifications will be submitted by the Site Owner to the NYSDEC as needed for the

following reasons:

" 15-day advance notice of any proposed ground-intrusive activities pursuant to the
Excavation Work Plan.
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* Notice within 48 hours of any damage or defect to the foundations structures that
reduces or has the potential to reduce the effectiveness of other ECs and likewise
any action to be taken to mitigate the damage or defect.

* Notice within 48 hours of any emergency, such as a fire, flood, or earthquake that
reduces or has the potential to reduce the effectiveness of ECs in place at the Site,
including a summary of actions taken, or to be taken, and the potential impact to
the environment and the public.

" Follow-up status reports on actions taken to respond to any emergency event
requiring ongoing responsive action shall be submitted to the NYSDEC within 45

days and shall describe and document actions taken to restore the effectiveness of
the ECs.

Any change in the ownership of any portion of the Tecumseh property and/or the
responsibility for implementing this EC/IC Plan will include the following notifications:

" At least 60 days prior to the change, the NYSDEC will be notified in writing of
the proposed change. This will include a certification that the prospective

purchaser has been provided with a copy of all approved work plans and reports,
including this EC/IC Plan.

* Within 15 days after the transfer of all or part of the Site, the new ownet’s name,
contact representative, and contact information will be confirmed in writing.

2.5 Contingency Plan

Emergencies may include injury to personnel, fire, explosion, environmental release,
or serious weather conditions. These conditions are addressed in the Emergency Response
Plan (ERP) included as Attachment A of the HASP. This Contingency Plan, which is a
summary of the ERP, describes potential emergencies that may occur at the Site; procedures
for responding to those emergencies; roles and responsibilities during emergency response;
and training all workers must receive in order to follow emergency procedures. This
Contingency Plan also describes the provisions this Site has made to coordinate its
emergency response planning with other contractors on-site and with off-site emergency

response organizations.

2.5.1 Emetgency Contacts
In the event of any environmentally related situation or unplanned occurrence

requiring assistance, the affected Site Owner or Owner’s representative(s) should contact the
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appropriate party on Table 1. For emergencies, appropriate emergency response personnel
should be contacted. Prompt contact should also be made to the QEP. These emergency

contact lists must be maintained in an easily accessible location at the Site.

2.5.2 Map and Directions to Hospital

Site Location: 2303 Hamburg Turnpike, Lackawanna, New York 14218
Nearest Hospital Name: Mercy Hospital

Hospital Location: 565 Abbott Road, Buffalo, NY 14220

Hospital Telephone: (716) 826-7000

Directions to the Hospital (see Figure 8):

1. From the Buffalo Crushed Stone site access drive, Dona Street Extension, or the
construction entrance near Ridge Road, turn left onto the Hamburg Turnpike

(Route 5).

2. Proceed east on Hamburg Turnpike (Route 5) to the Tifft Street exit; turn right
onto Tifft Street.

3. Take Tifft Street east crossing South Park Avenue and McKinley Parkway. Bear
left on Edgewood Avenue.

4. Turn right onto Abbott Road and Mercy Hospital will be on right hand side.
Follow signs to emergency room (ER).

Total Distance: 5 miles

Total Estimated Time: 10 minutes

2.5.3 Response Procedures
As appropriate, the fire department and other emergency response group will be

immediately notified of the emergency (see Table 1).
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3.0 REPORTING

3.1 Annual Report

An
the end of

Annual Report will be prepared and submitted to NYSDEC one month following

the calendar year. The report will include at a minimum:

Identification, assessment, and certification of all EC/ICs required by the
completed remedial actions.

Results of the annual inspections and severe condition inspections, if any.
Inspection forms and records generated during the reporting period.

A summary of discharge monitoring data and/or information generated during
the reporting period.

Data summary tables and graphical representations of contaminants of concern
by media (groundwater, soil) including a listing of all compounds analyzed, along
with applicable standards and exceedances highlighted. These will include a
presentation of past data as part of an evaluation of contaminant concentration
trends.

Copies of all laboratory data reports for samples collected during the reporting
period.

3.2 Corrective Measures Plan

If any component of a remedy is found to have failed, a Corrective Measures Plan

will be submitted to NYSDEC by the Site Owner (or its representative) for approval. This

Plan will explain the failure and provide the details and schedule for performing work

necessary

to correct the failure. Unless an emergency condition exists, no work will be

performed pursuant to the Corrective Measures Plan until it is approved by the NYSDEC.

0071-020-112
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