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INTRODUCTION

This Quarterly Groundwater Monitoring Report (Report) has been prepared by P.W. Grosser
Consulting Engineer & Hydrogeologist, DPC (PWGC) on behalf of Roanoke Sand & Gravel Corp.
(herein referred to as “the Mine” or “the Site”). The overall objective of this report is to document
routine groundwater monitoring and sampling activities for the 2025 Third Quarter (Q3)
Groundwater Monitoring Event conducted on September 9 and 10, 2025 in accordance with Mined
Land Reclamation Permit (MLRP) 1-4722-00611/00005 and the approved Groundwater Monitoring
Well Sampling Procedure Plan (GMWSPP) developed by PWGC dated June 2023.

The current MLRP authorizes continuation of below-water-table mining within the permitted
excavation area to a maximum depth of 140 feet below the groundwater table, as well as the
continued excavation of sand and gravel to form a 172.2-acre lake on the property. A permit renewal
and minor modification was issued in June 2025, authorizing continuation of operations as approved
in the Request for Mining Permit Modification (RMPM) prepared by PWGC (June 2010) and renewed
in 2016.

This Report documents groundwater elevation measurements and sampling activities performed on
September 9 and 10, 2025, in accordance with the approved GMWSPP. As per the plan, groundwater
monitoring and sampling are conducted quarterly at the following wells: 2A, 2B, 3A, 3B, 4A, 4B, 5A,
5B, 6A, 6B, 7A, 7B, 8A, 8B, 9A, 9B, 10A, and 10B
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1.0 SITE DESCRIPTION

1.1. Past and Present Land Use
The Mine is located at the intersection of Miller Place-Yaphank Road and Rocky Point Road, west of
William Floyd Parkway and north of Route 25, in Middle Island, New York. The Project area is
separated from adjacent land uses by a vegetated buffer zone. Refer to Figure 1 — Vicinity Map.

Historical aerial photographs indicates the Site has been utilized for mining purposes since at least
1962. Vegetated berms and buffers are maintained to provide visual and acoustical screening. A
perimeter fence is maintained for Site security.

Sand and gravel are excavated with an electrically powered wet dredge and/or Skyline Dredge
Excavator (SDE). Materials are conveyed to the processing area, screened, sorted, stockpiled, and
then loaded for delivery to residential, commercial, and municipal construction projects.

Surrounding land uses include residential properties, undeveloped woodland, and commercial
properties. The nearest residence is approximately 380 feet west of the Mine. An active mining
facility, Coram Materials, is located approximately 4,340 feet northwest of the Site.
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2.0 GROUNDWATER MONITORING PLAN COMPLIANCE

Routine groundwater monitoring has been performed at the Mine since at least 2006. A Supply Well
Protection Management Plan prepared by PWGC (2008) in support of a Spill Prevention & Response
Plan documented installation of seven (7) dual-level monitoring well clusters. Under the permit in
effect at that time, samples were analyzed for volatile organic compounds (VOCs) and semi-volatile
organic compounds (SVOCs). Sampling was performed quarterly in active working zones (dredging
active) and biannually in inactive zones (dredging complete).

Per the 2016 permit application, groundwater samples were analyzed for VOCs, SVOCs, and total
metals, with baseline analyses for PCBs, pesticides, and herbicides collected in March 2020. The
Groundwater Monitoring Well Sampling Procedure Plan (GMWSPP) submitted in December 2020
proposed routine analyses for TCL VOCs, TCL SVOCs, and total/dissolved metals. This plan has since
been superseded by the June 2023 GMWSPP, developed voluntarily to align with the Groundwater
Study at Long Island Mines requirements.

The groundwater monitoring plan implemented for the Site during this quarter and documented by
this report consisted of the following activities:

Monitoring Program Frequency

Inspection condition of active groundwater monitoring wells Quarterly
Collect groundwater measurements from active groundwater monitoring wells Quarterly
Collect groundwater samples from the active groundwater monitoring wells Quarterly
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3.0 GROUNDWATER MONITORING AND SAMPLING
Groundwater monitoring and sampling for this reporting period were performed by two PWGC
hydrogeologists on September 9 and 10, 2025.

3.1. Groundwater Monitoring Network
Eighteen (18) monitoring wells (2A, 2B, 3A, 3B, 4A, 4B, 5A, 5B, 6A, 6B, 7A, 7B, 8A, 8B, 9A, 9B, 10A,
and 10B) comprise the network (see Figure 2 — Monitoring Well Locations). The network is
configured to monitor upgradient and downgradient conditions to provide early indication of
potential groundwater impacts related to mining operations. All wells were inspected during the
September 2025 event and were clear, accessible, and in good overall condition.

3.2. Groundwater Level Gauging

3.3. Groundwater Monitoring Well Condition
Eighteen (18) groundwater monitoring wells (2A, 2B, 3A, 3B, 4A, 4B, 5A, 5B, 6A, 6B, 7A, 7B, 8A, 8B,
9A, 9B, 10A, and 10B) are installed at the Mine. These wells are intended to facilitate upgradient and
downgradient monitoring in the vicinity of the Mine across the property to provide early notification
of potential groundwater impacts in the event that contaminants are introduced to the subsurface
during mining operations.

3.3.1. Groundwater Level Gauging Procedure
ADepth to water (DTW) measurements were obtained on September 9, 2025. Well logs f are included
as included as Attachment A and field notes as Attachment B. An interface probe was lowered slowly
into each well to avoid splashing; no non-aqueous phase liquid (NAPL) was observed. Due to
dedicated pump installations, depth-to-bottom (DTB) was not measured. DTW measurements were
taken from the top of casing (TOC) at the compass-north side or designated notch. The interface
probe was decontaminated between wells. The instrument reads to 0.01 foot. Groundwater flow
direction was interpreted from the resulting elevations.

3.3.2. Groundwater Level Gauging Results
Data collected on September 9, 2025 were used to generate groundwater elevation contour maps
for shallow and deep intervals (Figure 3 — Groundwater Contours September 2025 Shallow and
Figure 4 — Groundwater Contours September 2025 Deep).

Summary of June 2025 Groundwater Elevations (ft AMSL, NAVD 88):
Shallow wells: 49.96 (8A) to 47.73 (7A)
Deep wells: 49.96 (8B) to 47.70 (7B)

Shallow groundwater flow was interpreted to move in an east-southeasterly direction during this
sampling event. Deep groundwater flow was interpreted to move in a southeasterly direction during
this sampling event.

Groundwater monitoring was conducted at the designated Site wells to evaluate water level
elevations and hydraulic gradients across the property. The table below summarizes the well
identification, location, and gauging results obtained during the most recent monitoring event:
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Table 1 — Monitoring Well Gauging Results

Well ID Latitude Longitude Measuring Point  Depth to Water Groundwater
(feet above (ft) Elevations
MSL)(NAVDSS)
2A 40.8983413 72.9493182 68.53 19.33 49.20
2B 40.8983413 72.9493182 68.40 19.5 48.90
3A 40.8963084 72.9459719 62.34 14.18 48.16
3B 40.8963084 72.9459719 62.53 14.27 48.26
4A 40.8943198 72.9443509 61.52 13.25 48.27
4B 40.8943198 72.9443509 61.45 13.25 48.20
5A 40.8903809 72.9484147 59.54 11.17 48.37
5B 40.8903809 72.9484147 59.36 11.11 48.25
6A 40.8873610 72.9483034 122.30 74.36 47.94
6B 40.8873610 72.9483034 122.25 74.36 47.89
7A 40.8853720 72.9486928 138.96 91.23 47.73
7B 40.8853720 72.9486928 138.76 91.06 47.70
8A 40.8920719 72.9534393 60.41 10.45 49.96
8B 40.8920719 72.9534393 60.34 10.38 49.96
9A 40.8897605 72.9515666 59.01 9.69 49.32
9B 40.8897605 72.9515666 59.09 9.59 49.50
10A 40.8861100 72.9518230 59.82 10.37 49.45
108 40.8861100 72.9518230 59.93 12.01 47.92

3.4. Groundwater Monitoring Well Sampling
Groundwater sampling is performed quarterly (March, June, September, and December). For this
period, sampling occurred on September 9 and 10, 2025. Activities followed the MLRP (6/20/2025)
and the GMWSPP (June 2023).

3.4.1. Groundwater Monitoring Well Procedure
Prior to 2024, samples were collected using Geotech Geosub 2 portable submersible pumps with
dedicated polyethylene tubing. To improve efficiency and reduce waste, dedicated submersible
pumps were installed with NYSDEC approval. On March 8, 2024, PWGC installed Proactive Sample
Champ XL dedicated submersible pumps at the approximate mid-screen depth in each well with
dedicated HDPE tubing; four (4) equipment blanks were collected prior to installation.

The Proactive Sample Champ XL submersible pump wire lengths are listed for each well in the
following table:

Table 2 — Dedicated Pump Lengths

Well ID Wire Length (ft)

2A 40
2B 86
3A 38

BSD1504 ROANOKE SAND & GRAVEL QUARTER 3 2025 GROUNDWATER MONITORING EVENT AND REPORT

P.W. GROSSER CONSULTING ENGINEER & HYDROGEOLOGIST, DPC
631.589.6353 ¢ WWW.PWGROSSER.COM ¢ PWGC.INFO@PWGROSSER.COM

BOHEMIA ¢ MANHATTAN ¢ SARATOGA SPRINGS ¢ MONTICELLO e SYRACUSE


http://www.pwgrosser.com/
mailto:PWGC.INFO@PWGROSSER.COM

ENVIRUNMENTAL ENGINEERING & CONSULTING

3B 86
4aA 17
4B 40
5A 22
5B 9%
6A 94
6B 103
7A 94
7B 150
8A 23
8B 124
9A 23
9B 115
10A 22
10B 141

Wells were purged at flow rates varying from 275 ml/minute to 400 mL/minute, and two Horiba U-
52 meters with flow-through cells recorded field parameters (turbidity, pH, temperature, dissolved
oxygen, specific conductance, ORP) every 3-5 minutes. Stabilization is achieved when three (3)
consecutive measurements are within the following limits:

e Turbidity (10% for values greater than 5 NTUs; if three turbidity values are less than 5 NTUs,

consider the values as stabilized),

e Dissolved oxygen (10% for values greater than 0.5 mg/L, if three dissolved oxygen values are
less than 0.5 mg/L, consider the values as stabilized),
Specific conductance (3%),
Temperature (3%),
pH (£ 0.1 unit),
Oxidation/reduction potential (£10 millivolts).

Samples were collected upon stabilization of field parameters using the above criteria.

3.4.2. Groundwater Monitoring Well Analytical Results
Groundwater samples collected during the September 9-10, 2025 Q3 monitoring event were
submitted to Pace Analytical and analyzed for the following parameters: volatile organic compounds
(VOCs; EPA Method 8260D), semi-volatile organic compounds (SVOCs; EPA Method 8270E), total and
dissolved metals (EPA Method 200.7), total dissolved solids (TDS; SM 2540), ammonium (EPA Method
711), and cations/anions (various standard methods).

Analytical results were evaluated against the New York State 6 NYCRR Part 703.5 Class GA
groundwater standards and the NYSDEC TOGS 1.1.1 Ambient Water Quality Standards (AWQS).
Analytical summary tables for the Q3 2025 event are provided in Attachment C. Complete laboratory
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reports for VOCs, SVOCs, metals, wet chemistry, and subcontracted analyses are provided in
Attachments D through H.

Three (3) total metals exceeded their applicable Class GA/AWQS criteria:
e Antimony (total) - AWQS: 3 pg/L; reported at 10.8 pg/L (J) at Well 5A
e lron (total) — AWQS: 300 pg/L; reported at 996 pg/L at Well 8B and 1,880 pg/L at Well 10B
¢ Manganese (total) — AWQS: 300 pg/L; reported at 2,900 pg/L at Well 7A

Two dissolved metals exceeded their applicable Class GA/AWQS criteria:
e lron (dissolved) — AWQS: 300 pg/L; reported at 953 pg/L at Well 8B and 518 pg/L at Well 10B
¢ Manganese (dissolved) — AWQS: 300 pg/L; reported at 2,790 pg/L at Well 7A

Anions, cations, SVOCs, and VOCs were not detected or reported at concentrations exceeding their
respective AWQS criteria. Some wet-chemistry parameters (e.g., alkalinity, hardness, TDS) and
certain ions and field parameters (e.g., turbidity) do not have applicable groundwater standards for
direct comparison and are used qualitatively to evaluate geochemical conditions at the Site.

Total antimony was detected at a concentration exceeding its AWQS at Well 5A and was reported
with a J qualifier, indicating that the compound was detected above the method detection limit
(MDL; 7.1 pg/L) but below the reporting limit (RL; 50 pug/L), and is therefore estimated. The J qualifier
denotes that the measured concentration is below the level at which the instrument can reliably
quantify the analyte. This is the first occurrence of total antimony reported at any well location at
the Site.

3.4.3. Quality Assurance/Quality Control Procedures
In accordance with the NYSDEC guidance document, QA/QC analysis was performed for this sampling
event. The following QA/QC samples were included in the analysis:

o Duplicate Sample - A blind duplicate, identified as DUPOO1 on the chain of custody and lab
results, was collected as a duplicate sample associated with parent well 3A.

e MS/MSD - A matrix spike/matrix spike duplicate, identified as 8A MS/MSD, was collected
from well 8A.

e Trip Blanks - One (1) trip blank was present in a sample collection cooler containing bottle
ware for volatile organic compounds (VOCs) provided by Pace Analytical Services, LLC (Pace
Analytical), which is recognized as a New York State Environmental Laboratory Approval
Program (ELAP) certified analytical laboratory. The trip blank was maintained in its
designated cooler from bottle ware drop off at the PWGC office, located in Bohemia, NY,
through sample pickup by a Pace Analytical courier at the PWGC office.

o Field Blank- One (1) field blank was collected during the September 10, 2025 sample event.
Laboratory provided deionized (DI) water was exposed to atmospheric conditions during
sample collection at monitoring well cluster 5 and transferred to laboratory provided bottles

3.4.4. Data Usability Evaluation
The overall objective of the QA/QC program for this groundwater sampling event is to ensure that all
procedures produce data of known, documented, and defensible quality. Key QA/QC parameters
include precision, accuracy, representativeness, completeness, and comparability. The purpose of
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the QA/QC measures established for this Site is to verify the integrity of all field and analytical
activities and to confirm that the resulting data are of the type and quality required to support their
intended use.

The QA/QC program for this sampling event included the preparation and analysis of one (1) trip
blank for each cooler containing VOC samples, one (1) blind duplicate collected from well 3A, one
(1) field blank collected at the cluster 5 location., and the collection and evaluation of a matrix spike
and matrix spike duplicate collected from well 8A. Two (2) trip blanks were analyzed during this
sample event. VOCs were not reported in the trip blanks.

The analytical results from the blind duplicate sample were consistent with those of the parent well
(monitoring well 3A). Both samples were collected in quick succession using a dedicated pump, with
pump placement and discharge rate maintained throughout collection to minimize variability. As
such, sampling methodology is not considered to have influenced the analytical results. The
consistency between the parent and duplicate sample results demonstrates acceptable field
precision and indicates that the sampling and analytical procedures were properly implemented and
produced reliable data.

As per the provided case narrative issued in the laboratory report, the following details were
provided in reference to sample receipt:

e 12557076-01 (A4 & B4 containers), -09 (all containers) and -10 (all containers): The samples
were received via Pace Courier in a cooler with ice; however, the ice was melted and the
samples were above the required temperature range. Per client authorization of the
exceedance, all requested analyses were performed.

Note that samples were packed on ice by PWGC personnel and then provided to the Pace Courier.

The following details were provided in reference to the analyses of SVOCs:

e The WG2115183-1 Method Blank associated with L2557076-03 through -06, -08, and -09 has
a concentration above the reporting limit for Di-n-butylphthalate. The sample was re
extracted with the method required holding time exceeded. The results of both extractions
are reported. The original sample result is reported with a "B" qualifier.

e The WG2115183-1 Method Blank associated with L2557076-07 has a concentration above
the reporting limit for Di-n-butylphthalate; however, re-extraction could not be performed
due to lack of additional sample volume. The results of the original analysis are reported and
are qualified with a "B" for any associated sample concentrations that are less than 10x the
blank concentration for this analyte.

e The WG2115183-1 Method Blank associated with L2557076-10 has a concentration above
the reporting limit for Di-n-butylphthalate. Since the associated sample concentrations are
either greater than 10x the blank concentration or non-detect to the RL for this target
analyte, no corrective action is required. Any results detected below the reporting limit are
qualified with a "B".

e The WG2115761-1 Method Blank associated with L2557076-02 has a concentration above
the reporting limit for Di-n-butylphthalate. Since the associated sample concentrations are
non-detect to the RL, no corrective action is required.
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e The WG2120226-1 Method Blank associated with L2557076-03RE, -04RE, -O5RE, -06RE, -
08RE, and - 09RE has a concentration above the reporting limit for Di-n-butylphthalate;
however, re-extraction could not be performed due to lack of additional sample volume. The
results of the original analysis are reported and are qualified with a "B" for any associated
sample concentrations that are less than 10x the blank concentration for this analyte.

e The WG2114698-1 Method Blank associated with L2556676-02 through -12 has a
concentration above the reporting limit for Di-n-butylphthalate. The sample was re-
extracted with the method required holding time exceeded and both the sample and method
blank were non-detect for this target compound. The results of both extractions are
reported. The original sample result is reported with a "B" qualifier.

The following details were provided in reference to the analyses of Total Kjeldahl Nitrogen:
e WG2119160: A Matrix Spike and Laboratory Duplicate were prepared with the sample batch,
however, the native sample was not available for reporting and the QC results could not be
reported.

The following details were provided in reference to the analyses of anions by ion chromatography:
e The WG2118199-3/-4 MS/MSD recoveries performed on L2556676-09 are outside the
acceptance criteria for bromide (86%/88%); however, the associated LCS recovery is within
criteria. No further action was taken.
e The WG2118200-3 MS recovery performed on L2557076-03 is outside the acceptance
criteria for bromide (80%); however, the associated LCS recovery is within criteria. No further
action was taken.

The following details were provided in reference to the analyses of TDS:
e The WG2115254-4 Laboratory Duplicate RPD performed on L2556676-09 is outside the
acceptance criteria for solids, total dissolved (13%) due to the non-homogeneous nature of
the native sample.

The following details were provided in reference to the analyses of sulfides:
e The samples were analyzed within the method required hold times with any exceptions
noted below.
0 H1: Analysis conducted outside the EPA method holding time.

= 10A (Lab ID: 70380000008)

= 10B (Lab ID: 70380000009)

e 5A (Lab ID: 70380000002)

e 5B (Lab ID: 70380000003)

e 6A (Lab ID: 70380000004)

e 6B (Lab ID: 70380000005)

e 7A (Lab ID: 70380000006)

e 7B (Lab ID: 70380000007)

e FIELD BLANK (Lab ID: 70380000001)

e 2A (Lab ID: 70380003006)

e 2B (Lab ID: 70380003007)

e 3A(Lab ID: 70380003001)
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3B (Lab ID: 70380003002)
e 4A (Lab ID: 70380003004)
e 4B (Lab ID: 70380003005)
e« 8A(Lab ID: 70380003008)
« 8B (Lab ID: 70380003009)
« 9A(Lab ID: 70380003010)
« 9B (Lab ID: 70380003011)
« DUP0O1 (Lab ID: 70380003003)

This is the second consecutive sampling event that the hold time for sulfides was exceeded. The hold
time for sulfides is seven (7) days. The Pace Courier collected samples from PWGC personnel at the
end of each working day on September 9 & 10, 2025. PWGC has contacted Pace Analytical regarding
hold time exceedances. PWGC requested that the receiving laboratory ensure subcontracted
samples are promptly transferred to the appropriate laboratories and properly preserved, so that
analysis occurs within the allowed holding period.

No additional data qualifiers were reported by the laboratory related to analyte recovery
abnormalities, and all analyte recoveries were within method-specified control limits. The only
qualifiers noted in the laboratory report and summary tables were “U” (compound not detected
above the method reporting limit) and “J” (estimated concentration). Overall, the analytical data
generated during this sampling event are considered valid and of acceptable quality for their
intended use.
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4.0 DEVIATIONS FROM THE APPROVED WORKPLAN
4.1. Sample Collection/ Laboratory Analysis Deviations

Upon review of the laboratory results received from Pace Analytical, PWGC identified that certain
analytes did not meet the specified reporting limits denoted in Appendix 4 of the Groundwater Study
at Long Island Mines Workplan (NYSDEC, June 2022). These deviations reflect laboratory reporting
thresholds and do not indicate analytical error or sample handling deficiencies. All associated results
remain usable for groundwater quality evaluation because concentrations were below method
detection limits or within acceptable ranges for environmental assessment.

Table 3 — Reporting Limit Comparison Table

Analyte Laboratory RL (ug/L) Specified Reporting Limit (ng/L)
Acetone 5 0.5
2-butanone 5 0.5
2-hexanone 5 0.5
Dichlorodifluoromethane 5 0.5
Chloromethane 2.5 0.5
Vinyl chloride 1 0.5
Bromomethane 2.5 0.5
Chloroethane 2.5 0.5
Trichlorofluoromethane 2.5 0.5
Carbon disulfide 5.0 0.5
Methylene chloride 2.5 0.5
Trans-1,2-dichloroethene 2.5 0.5
Methyl tert-butyl ether 2.5 0.5
1,1-dichloroethene 2.5 0.5
Cis-1,2-dichloroethene 2.5 0.5
Bromochloromethane 2.5 0.5
Chloroform 2.5 0.5
1,1,1-trichloroethane 2.5 0.5
1,2-dichloropropane 1 0.5
4-methyl-2-pentanone 5 0.5
Toluene 2.5 0.5
1,1,2-trichloroethane 1.5 0.5
1,2-dibromoethane 2.0 0.5
Chlorobenzene 2.5 0.5
Ethylbenzene 2.5 0.5
Xylenes 2.5 2.0
Styrene 2.5 0.5
Bromoform 2.0 0.5
Isopropylbenzene 2.5 0.5
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1,3-dichlorobenzene 2.5 0.5
1,4-dichlorobenzene 2.5 0.5
1,2-dichlorobenzene 2.5 0.5
1,2-dibromo-3-chloropropane 2.5 0.5
1,2,4-trichlorobenzene 2.5 0.5
1,2,3-trichlorobenzene 2.5 0.5
1,2-dibromoethane 2 0.5
1,2-dibromo-3-chloropropane 2.5 0.5
2,4-Dinitrophenol 20 5
4,6-Dinitro-2-methylphenol 10 5
4-Nitrophenol 10 5
1,2,4,5-Tetrachlorobenzene 10 5

Berylium

Sulfate 10,000 500

Although these analyses did not meet the specified reporting limits for the listed analytes, the
majority of the reported results met or were below the applicable AWQS established in NYSDEC TOGS
1.1.1. Exceedances relative to AWQS (because the RL exceeds the standard) were limited to the
analytes listed below.

Table 4 —- AWQS vs. Reporting Limit Comparison Table

Analyte Laboratory RL (ug/L) AWQS Standard (ug/L)
1,1,2-Trichloroethane 1.5 0.5
2,4-Dinitrophenol 20 10
1,2,4,5-Tetrachlorobenzene 10
Beryllium 5
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5.0 CONCLUSIONS AND RECOMMENDATIONS
Groundwater monitoring and sampling for this reporting period were performed by PWGC on
September 9 and 10, 2025 in accordance with the approved groundwater monitoring program for
the Roanoke Sand & Gravel Site. All monitoring wells were observed to be secure, well maintained,
and readily accessible at the time of the event.

Groundwater elevations measured during the Q3 2025 event indicate that shallow (A-series)
groundwater flow is directed generally toward the south—southeast, while deeper (B-series)
groundwater flow is directed toward the southeast. These flow patterns are consistent with previous
monitoring events and reflect regional groundwater flow conditions. No abrupt changes in water
level or flow direction were observed that would indicate a change in hydrogeologic conditions at
the Site.

Groundwater analytical results from the Q3 2025 event indicate that total and dissolved iron at Wells
8B and 10B and total and dissolved manganese at Well 7A exceeded their respective NYSDEC TOGS
1.1.1 Ambient Water Quality Standards. These exceedances are consistent with naturally occurring
iron and manganese in the Long Island aquifer system and are considered secondary drinking water
contaminants associated primarily with aesthetic effects (e.g., taste, color, staining), rather than
health-based criteria.

Total antimony was detected at Well 5A at an estimated concentration above its AWQS but below
the laboratory reporting limit and was qualified with a J flag. This is the first time total antimony has
been reported at any monitoring well at the Site. Given the low-level, estimated nature of this
detection, PWGC recommends collecting a confirmation sample from Well 5A during a subsequent
monitoring event to evaluate whether antimony is consistently present or whether the Q3 2025
result represents an isolated, low-level detection near the method detection limit.

No exceedances of applicable AWQS criteria were observed for anions, cations, VOCs, SVOCs, or
other analyzed parameters during the Q3 2025 event. When reviewed in conjunction with historic
groundwater monitoring and sampling results, the Q3 2025 data continue to indicate that mining and
reclamation activities at the Roanoke Sand & Gravel facility have not introduced contaminants of
concern into the aquifer system.

PWGC recommends that the existing groundwater monitoring program be continued as currently
implemented, with particular attention to turbidity and naturally occurring metals in the deeper B-
series wells.
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P.W. GROSSER CONSULTING, Inc @ PrweC

Well Sampling Log

Well Designation: 2A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 68.53 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 19.33 Groundwater Elevation (ft): 49.20
Depth to Bottom (ft): 39,97 Bottom Elevation (ft): 16.42
Depth to Top Screen BGS (ft): 32.11 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 52.11 Well Diameter (in): 2
Depth to Pump (ft): 40.00
Sample Date: 9/9/2025 Begin Purge Time: 11:20
Sample Time: 11:45 Complete Purge Time: 11:41
Pump Type: Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 350 Purge Time (min): 21
Total Purge Volume (L): 7.35
Sample Appearance: Brown Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e o
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 11:20 16.71 7.15 336 -6 0.218 1.85
2 NM 11:23 16.99 7.13 113 25 0.217 1.19
3 NM 11:26 17.34 7.10 48.5 37 0.217 1.23
4 NM 11:29 16.98 7.05 11.0 48 0.217 1.23
5 19.30 11:32 16.97 7.01 0.0 56 0.217 1.24
6 NM 11:35 16.95 7.02 0.0 57 0.217 1.25
7 NM 11:38 16.92 6.99 0.0 59 0.217 1.27
8 NM 11:41 16.90 6.97 0.0 62 0.217 1.30
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @ PweC

Well Sampling Log

Well Designation: 2B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 68.40 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 19.50 Groundwater Elevation (ft): 48.90
Depth to Bottom (ft): 85.41 Bottom Elevation (ft): -30.01
Depth to Top Screen BGS (ft): 78.74 Pump Speed
Depth to Bottom Screen below BGS (ft): 98.41 Well Diameter (in): 2
Depth to Pump (ft): 86.00
Sample Date: 9/9/2025 Begin Purge Time: 11:26
Sample Time: 11:55 Complete Purge Time: 11:44
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min) 325 Purge Time (min): 18
Total Purge Volume (L): 5.85
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
teacpace o) w
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L

1 NM 11:26 15.02 7.40 16.0 -52 0.228 2.69

2 NM 11:29 14.53 7.40 0.0 -3 0.230 2.38

3 NM 11:32 14.44 7.39 0.0 21 0.230 1.78

4 14.50 11:35 14.52 7.55 0.0 24 0.230 0.69

5 NM 11:38 14.61 7.60 0.0 16 0.230 0.69

6 NM 11:41 14.58 7.50 0.0 6 0.230 0.56

7 NM 11:44 14.57 7.52 0.0 6 0.230 0.55
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @PV\KBC

Well Sampling Log

Well Designation: 3A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
15 Middle Hwy, East Hampton Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 62.34 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 14.18 Groundwater Elevation (ft): 48.16
Depth to Bottom (ft): 38.11 Bottom Elevation (ft): 12.19
Depth to Top Screen BGS (ft): 30.15 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 50.15 Well Diameter (in): 2
Depth to Pump (ft): 38.00
Sample Date: 9/9/2025 Begin Purge Time: 8/;06
Sample Time: 8:40 Complete Purge Time: 8:33
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate mL/min) 375 Purge Time (min): 27
Total Purge Volume (L): 10.13
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Headspace m NM micron in-line filter.
AnalysF()as Re((::l)JZst()ed: Horiba.: 224397
DUPOQO01 taken at 3A
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 8:06 11.86 6.87 539 97 0.230 12.08
2 NM 8:09 12.16 7.10 538 113 0.224 6.84
3 NM 8:12 12.68 7.29 135 122 0.220 4.56
4 NM 8:15 12.79 7.31 80.8 130 0.220 5.68
5 14.12 8:18 12.80 7.39 44.1 134 0.220 4.73
6 NM 8:21 12.82 7.47 21.6 134 0.220 412
7 NM 8:24 12.85 7.48 9.8 136 0.220 2.96
8 NM 8:27 12.84 7.51 33 136 0.220 2.76
9 NM 8:30 12.84 7.52 0.0 135 0.220 2.75
10 NM 8:33 12.84 7.53 0.0 136 0.220 2.79
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @ rweC

Well Sampling Log

Well Designation: 3B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 62.53 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 14.27 Groundwater Elevation (ft): 48.26
Depth to Bottom (ft): 86.04 Bottom Elevation (ft): -33.89
Depth to Top Screen BGS (ft): 76.23 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 96.23 Well Diameter (in): 2
Depth to Pump (ft): 86.00
Sample Date: 9/9/2025 Begin Purge Time: 8:06
Sample Time: 8:50 Complete Purge Time: 8:48
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 360 Purge Time (min): 42
Total Purge Volume (L): 15.12
Sample Appearance: Brown Odors Observed: Slight odor
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 8:06 12.43 5.72 1000 26 0.261 1.68
2 NM 8:09 12.51 6.09 516 18 0.262 0.18
3 NM 8:12 12.61 6.40 212 19 0.262 0.00
4 NM 8:15 12.62 6.49 114 23 0.261 0.00
5 NM 8:18 12.57 6.61 73.7 27 0.262 4.84
6 14.27 8:21 12.66 6.63 117 29 0.261 421
7 NM 8:24 12.66 6.60 56.5 27 0.262 3.84
8 NM 8:27 12.66 6.70 22.9 26 0.261 3.18
9 NM 8:30 12.67 6.72 15.1 26 0.260 2.88
10 NM 8:33 12.67 6.73 5.7 26 0.260 2.53
11 NM 8:36 12.69 6.73 0.6 26 0.260 2.20
12 NM 8:39 12.69 6.74 0.0 27 0.260 1.99
13 NM 8:42 12.70 6.74 0.0 27 0.260 1.90
14 NM 8:45 12.72 6.75 0.0 27 0.260 1.89
15 NM 8:48 12.74 6.74 0.0 27 0.260 1.80
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @ PwWaC

Well Sampling Log

Well Designation: 4A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 61.52 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 13.25 Groundwater Elevation (ft): 48.27
Depth to Bottom (ft): 16.69 Bottom Elevation (ft): 32.33
Depth to Top Screen BGS (ft): 9.19 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 29.19 Well Diameter (in): 2
Depth to Pump (ft): 17.00
Sample Date: 9/9/2025 Begin Purge Time: 9:34
Sample Time: 9:55 Complete Purge Time: 9:52
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min) 380 Purge Time (min): 18
Total Purge Volume (L): 6.84
Sample Appearance: Brown Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Heackpace Gom o
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 9:34 16.08 7.49 233 93 0.271 1.39
2 NM 9:37 15.90 7.48 6.2 93 0.261 0.43
3 NM 9:40 15.89 7.35 0.0 105 0.260 0.24
4 NM 9:43 15.86 7.41 0.0 108 0.259 0.14
5 NM 9:46 15.79 7.40 0.0 114 0.259 0.09
6 NM 9:49 15.75 7.43 0.0 115 0.259 0.04
7 NM 9:52 15.69 7.45 0.0 117 0.259 0.00
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc @ PwWGC

Well Sampling Log

Well Designation: 4B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 61.45 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 13.25 Groundwater Elevation (ft): 48.20
Depth to Bottom (ft): 39.47 Bottom Elevation (ft): 14.22
Depth to Top Screen BGS (ft): 27.23 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 47.23 Well Diameter (in): 2
Depth to Pump (ft): 40.00
Sample Date: 9/9/2025 Begin Purge Time: 9:30
Sample Time: 10:55 Complete Purge Time: 10:45
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min) 375 Purge Time (min): 75
Total Purge Volume (L): 28.13
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Heackpace Gom
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 9:30 14.86 6.92 1000 49 0.204 0.06
2 NM 9:33 14.96 6.83 200 52 0.204 0.01
3 NM 9:36 14.90 6.68 86.4 45 0.203 0.00
4 NM 9:39 14.88 6.64 55.5 12 0.203 0.00
5 13.24 9:42 14.92 6.59 27 -22 0.202 0.00
6 NM 9:45 14.98 6.55 65.1 -36 0.201 0.02
7 NM 9:48 15.07 6.55 131 -34 0.201 0.49
8 NM 9:51 15.12 6.55 145 -30 0.202 0.81
9 NM 9:54 15.12 6.57 134 -27 0.202 0.97
10 NM 9:57 15.15 6.58 78.2 -17 0.203 1.49
11 NM 10:00 15.18 6.61 45.1 -3 0.203 1.97
12 NM 10:03 15.21 6.64 234 3 0.203 2.23
13 NM 10:06 15.23 6.64 32.7 4 0.203 231
14 NM 10:09 15.24 6.65 38.7 1 0.202 2.60
15 NM 10:12 15.27 6.67 46.8 2 0.202 2.72
16 NM 10:15 15.27 6.69 423 5 0.202 2.78
17 NM 10:18 15.28 6.67 243 14 0.203 2.29
18 NM 10:21 15.37 6.68 25.3 21 0.203 2.74
19 NM 10:24 15.41 6.69 16.4 31 0.203 2.89
20 NM 10:27 15.41 6.70 11.7 37 0.203 2.87
21 NM 10:30 15.35 6.70 104 42 0.203 2.67
22 NM 10:33 15.32 6.68 10.7 45 0.203 2.73
23 NM 10:36 15.33 6.68 7.9 59 0.203 2.54
24 NM 10:39 15.30 6.67 45 54 0.203 2.45
25 NM 10:42 15.27 6.66 2.8 61 0.203 2.32
26 NM 10:45 15.29 6.67 2.0 64 0.203 2.33
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc @ PweC

Well Sampling Log

Well Designation: 5A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.54 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 11.17 Groundwater Elevation (ft): 48.37
Depth to Bottom (ft): 12.05 Bottom Elevation (ft): 20.20
Depth to Top Screen BGS (ft): 19.34 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 39.34 Well Diameter (in): 2
Depth to Pump (ft): 22.00
Sample Date: 9/10/2025 Begin Purge Time: 12:00
Sample Time: 12:20 Complete Purge Time: 12:18
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min) 330 Purge Time (min): 18
Total Purge Volume (L): 5.94
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 12:00 18.10 7.10 0.0 19 0.216 3.31
2 NM 12:03 16.92 7.43 0.0 56 0.217 3.61
3 NM 12:06 15.66 7.61 0.0 74 0.218 3.52
4 11.20 12:09 15.23 7.75 0.0 86 0.218 4.08
5 NM 12:12 14.91 7.74 0.0 103 0.217 4.13
6 NM 12:15 14.78 7.75 0.0 108 0.217 4.19
7 NM 12:18 14.63 7.83 0.0 113 0.217 4.70
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc @ PweC

Well Sampling Log

Well Designation: 5B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.36 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 11.11 Groundwater Elevation (ft): 48.25
Depth to Bottom (ft): 95.08 Bottom Elevation (ft): -48.59
Depth to Top Screen BGS (ft): 87.95 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 107.95 Well Diameter (in): 2
Depth to Pump (ft): 96.00
Sample Date: 9/10/2025 Begin Purge Time: 12:00
Sample Time: 12:20 Complete Purge Time: 12:18
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 320 Purge Time (min): 18
Total Purge Volume (L): 5.76
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 12:00 13.61 5.25 0.0 182 0.184 13.86
2 NM 12:03 14.99 5.17 7.5 209 0.184 14.12
3 NM 12:06 15.09 5.10 9.4 219 0.184 14.10
4 NM 12:09 15.10 5.11 0.0 224 0.187 14.04
5 11.05 12:12 15.11 5.11 0.0 226 0.188 14.04
6 NM 12:15 15.14 5.12 0.0 228 0.189 14.01
7 NM 12:18 15.13 5.11 0.0 230 0.189 14.03
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @ prweC

Well Sampling Log

Well Designation: 6A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 122.30 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 74.36 Groundwater Elevation (ft): 47.94
Depth to Bottom (ft): 93.55 Bottom Elevation (ft): 18.30
Depth to Top Screen BGS (ft): 84.00 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 104.00 Well Diameter (in): 2
Depth to Pump (ft): 94.00
Sample Date: 9/10/2025 Begin Purge Time: 7:38
Sample Time: 8:00 Complete Purge Time: 7:59
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 400 Purge Time (min): 19
Total Purge Volume (L): 7.60
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 7:38 13.40 5.58 0.7 62 0.236 4.49
2 NM 7:41 13.39 6.15 0.0 76 0.255 6.26
3 NM 7:44 13.45 6.30 0.0 86 0.255 6.45
4 74.31 7:47 13.51 6.35 0.0 85 0.256 6.50
5 NM 7:50 13.43 6.34 0.0 91 0.258 6.43
6 NM 7:53 13.60 6.35 0.0 87 0.257 6.49
7 NM 7:56 13.80 6.39 0.0 86 0.258 6.52
8 NM 7:59 13.81 6.40 0.0 87 0.259 6.50
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc

Well Sampling Log

Well Designation: 6B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 122.25 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 74.36 Groundwater Elevation (ft): 47.89
Depth to Bottom (ft): 101.99 Bottom Elevation (ft): 8.65
Depth to Top Screen BGS (ft): 93.60 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 113.60 Well Diameter (in): 2
Depth to Pump (ft): 103.00
Sample Date: 9/10/2025 Begin Purge Time: 7:50
Sample Time: 8:25 Complete Purge Time: 8:23
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 400 Purge Time (min): 32
Total Purge Volume (L): 12.80
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e o
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 7:50 13.90 6.38 0.0 160 0.220 11.24
2 NM 7:53 13.79 6.35 0.0 168 0.220 10.11
3 NM 7:56 13.60 6.34 0.0 184 0.220 8.16
4 74.42 7:59 13.29 6.23 0.0 197 0.220 7.25
5 NM 8:02 13.18 6.23 0.0 199 0.221 6.77
6 NM 8:05 13.13 6.19 0.0 203 0.221 6.32
7 NM 8:08 13.01 6.16 0.0 207 0.226 5.82
8 NM 8:11 13.00 6.23 0.0 207 0.227 541
9 NM 8:14 12.96 6.63 0.0 214 0.227 4381
10 NM 8:17 12.93 6.70 0.0 187 0.227 4.34
11 NM 8:20 12.87 6.70 0.0 189 0.227 4.26
12 NM 8:23 12.85 6.67 0.0 190 0.227 4.23
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc

Well Sampling Log

Well Designation: 7A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 138.96 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 91.23 Groundwater Elevation (ft): 47.73
Depth to Bottom (ft): 93.62 Bottom Elevation (ft): 34.63
Depth to Top Screen BGS (ft): 84.33 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 104.33 Well Diameter (in): 2
Depth to Pump (ft): 94.00
Sample Date: 9/10/2025 Begin Purge Time: 9:00
Sample Time: 9:40 Complete Purge Time: 9:36
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 300 Purge Time (min): 36
Total Purge Volume (L): 10.80
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 9:00 13.82 6.17 0.0 62 0.353 11.93
2 NM 9:03 14.30 6.31 0.0 72 0.379 11.42
3 NM 9:06 14.69 6.25 0.0 84 0.377 11.15
4 NM 9:09 14.91 6.22 0.0 102 0.389 11.22
5 NM 9:12 15.12 6.23 0.0 115 0.395 10.11
6 NM 9:15 15.17 6.18 0.0 122 0.399 9.31
7 NM 9:18 15.21 6.14 0.0 129 0.400 8.53
8 NM 9:21 15.25 6.11 0.0 132 0.401 7.89
9 91.20 9:24 15.26 6.12 0.0 135 0.400 7.35
10 NM 9:27 15.32 6.11 0.0 138 0.401 6.18
11 NM 9:30 15.32 6.12 0.0 139 0.401 6.06
12 NM 9:33 15.27 6.11 0.0 139 0.401 5.93
13 NM 9:36 15.28 6.10 0.0 139 0.402 5.85
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc

T DRIVEN SOLUTIONS

Well Sampling Log

Well Designation: 7B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 138.76 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 91.06 Groundwater Elevation (ft): 47.70
Depth to Bottom (ft): 148.52 Bottom Elevation (ft): -9.76
Depth to Top Screen BGS (ft): 140 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 159.90 Well Diameter (in): 2
Depth to Pump (ft): 150.00
Sample Date: 9/10/2025 Begin Purge Time: 9:02
Sample Time: 9:35 Complete Purge Time: 9:26
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 320 Purge Time (min): 24
Total Purge Volume (L): 7.68
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e o
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mVv (mS/cm) mg/L
1 NM 9:02 13.40 6.71 0.0 -64 0.337 1.32
2 NM 9:05 13.37 6.71 0.0 -92 0.337 0.69
3 NM 9:08 13.21 7.14 0.0 -84 0.385 0.56
4 NM 9:11 13.51 7.18 0.0 -58 0.401 0.32
5 NM 9:14 13.52 7.18 0.0 -49 0.408 0.26
6 91.09 9:17 13.53 7.19 0.0 -47 0.411 0.19
7 NM 9:20 13.54 7.22 0.0 -48 0.410 0.17
8 NM 9:23 13.58 7.24 0.0 -54 0.408 0.13
9 NM 9:26 13.57 7.22 0.0 -57 0.407 0.11
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc

T DRIVEN SOLUTIONS

Well Sampling Log

Well Designation: 8A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 60.41 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 10.45 Groundwater Elevation (ft): 49.96
Depth to Bottom (ft): 20.35 Bottom Elevation (ft): 25.26
Depth to Top Screen BGS (ft): 15.15 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 35.15 Well Diameter (in): 2
Depth to Pump (ft): 23.00
Sample Date: 9/9/2025 Begin Purge Time: 12:25
Sample Time: 12:45 Complete Purge Time: 12:43
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 275 Purge Time (min): 18
Total Purge Volume (L): 4.95
Sample Appearance: Yellow hue Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Headspace (ppm) NM micron in-line filter. ' '
Analyses Requested: MS/MSP Collected at this location.
Horiba: 51890
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 12:25 15.43 6.49 23.0 141 0.218 5.03
2 NM 12:28 15.16 6.07 0.0 172 0.218 5.53
3 NM 12:31 15.11 6.00 0.0 181 0.218 5.25
4 NM 12:34 15.18 5.93 0.0 196 0.218 5.43
5 10.40 12:37 15.14 5.89 0.0 204 0.217 5.49
6 NM 12:40 15.12 5.85 0.0 211 0.217 5.52
7 NM 12:43 15.10 5.83 0.0 215 0.217 5.56
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc

Well Sampling Log

Well Designation: 8B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 60.34 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 10.38 Groundwater Elevation (ft): 49.96
Depth to Bottom (ft): 123.60 Bottom Elevation (ft): -75.74
Depth to Top Screen BGS (ft): 116.08 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 136.08 Well Diameter (in): 2
Depth to Pump (ft): 124.00
Sample Date: 9/9/2025 Begin Purge Time: 12:25
Sample Time: 13:05 Complete Purge Time: 12:50
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 300 Purge Time (min): 35
Total Purge Volume (L): 10.50
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Headspace (ppm) NM micron in-line filter. ' '
Analyses Requested: MS/MS_D Collected at this location.
Horiba: 224397
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 12:25 12.97 6.98 793 -26 0.111 2.60
2 NM 12:28 12.85 6.83 84.9 -32 0.111 0.99
3 NM 12:31 12.81 6.81 35.7 -13 0.110 0.59
4 10.37 12:34 12.54 5.99 0.0 13 0.111 0.25
5 NM 12:37 12.45 5.99 0.0 14 0.110 0.21
6 NM 12:40 12.48 6.07 0.0 18 0.111 0.13
7 NM 12:43 12.56 5.83 0.0 26 0.111 0.08
8 NM 12:46 12.55 6.00 0.0 29 0.112 0.04
9 NM 12:49 12.53 6.20 0.0 24 0.112 0.00
10 NM 12:52 12.52 6.70 0.0 16 0.114 0.00
11 NM 12:55 12.52 6.34 0.0 10 0.112 0.00
12 NM 12:58 12.48 6.48 0.0 3 0.113 0.00
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc

Well Sampling Log

Well Designation: 9A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.01 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 9.69 Groundwater Elevation (ft): 49.32
Depth to Bottom (ft): 23.01 Bottom Elevation (ft): 23.65
Depth to Top Screen BGS (ft): 15.36 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 35.36 Well Diameter (in): 2
Depth to Pump (ft): 23.00
Sample Date: 9/9/2025 Begin Purge Time: 13.53
Sample Time: 14:10 Complete Purge Time: 14.02
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 360 Purge Time (min): 9
Total Purge Volume (L): 3.24
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
Headspace (ppm) NM micron in-line filter.

Analyses Requested:

VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,

Horiba: 224397

Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 13:53 14.39 5.00 0.0 252 0.181 7.44
2 NM 13:56 14.41 5.71 0.0 248 0.181 6.46
3 NM 13:59 14.56 5.71 0.0 255 0.180 6.11
4 9.65 14:02 14.61 5.63 0.0 264 0.180 6.01
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc

0 CLIENT DRIVEN SOLUTIONS

Well Sampling Log

Well Designation: 9B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.09 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 9.59 Groundwater Elevation (ft): 49.50
Depth to Bottom (ft): 114.35 Bottom Elevation (ft): -68.28
Depth to Top Screen BGS (ft): 107.37 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 127.37 Well Diameter (in): 2
Depth to Pump (ft): 115.00
Sample Date: 9/9/2025 Begin Purge Time: 13:47
Sample Time: 14:30 Complete Purge Time: 14:39
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 350 Purge Time (min): 52
Total Purge Volume (L): 18.20
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/9/2025 Dissolved metals were collected using a 0.45
tesdspaco G w
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 13:47 16.55 6.49 0.0 -26 0.223 2.24
2 NM 13:50 14.39 7.12 676 -108 0.222 0.00
3 NM 13:53 14.32 7.36 470 -130 0.223 0.00
4 NM 13:56 14.13 7.50 304 -141 0.224 0.00
5 9.50 13:59 14.07 7.70 134 -156 0.225 0.00
6 NM 14:02 13.99 7.83 57.1 -165 225 0.00
7 NM 14:05 14.03 7.90 27.2 -170 0.226 0.00
8 NM 14:08 13.91 7.95 131 -175 0.226 0.00
9 NM 14:11 13.58 8.39 20.7 -186 0.225 0.00
10 NM 14:14 12.92 8.42 4.9 -190 0.225 0.00
11 NM 14:17 12.22 8.31 115 -193 0.227 0.00
12 NM 14:20 12.08 8.44 0.0 -202 0.228 0.00
13 NM 14:23 12.07 8.46 0.0 -203 0.228 0.00
14 NM 14:26 12.04 8.49 0.0 -204 0.228 0.00
15 NM 14:29 12.03 8.50 0.0 -205 0.228 0.00
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized



P.W. GROSSER CONSULTING, Inc @ PweC

Well Sampling Log

Well Designation: 10A Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.82 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 10.37 Groundwater Elevation (ft): 49.45
Depth to Bottom (ft): 21.84 Bottom Elevation (ft): 25.81
Depth to Top Screen BGS (ft): 14.01 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 34.01 Well Diameter (in): 2
Depth to Pump (ft): 22.00
Sample Date: 9/10/2025 Begin Purge Time: 10:25
Sample Time: 11:05 Complete Purge Time: 10:58
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 350 Purge Time (min): 33
Total Purge Volume (L): 11.55
Sample Appearance: Clear Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
Heackpace Gom e e
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 10:25 13.85 5.90 0.0 186 0.188 10.45
2 NM 10:28 13.79 5.90 0.0 201 0.189 8.59
3 NM 10:31 13.87 5.98 0.0 205 0.190 7.64
4 NM 10:34 14.15 6.02 56.8 209 0.191 7.59
5 NM 10:37 14.17 6.01 0.0 212 0.187 8.45
6 NM 10:40 14.23 6.02 0.0 215 0.190 6.62
7 NM 10:43 14.19 6.00 0.0 220 0.191 6.,95
8 NM 10:46 14.19 6.00 0.0 221 0.190 8.64
9 NM 10:49 14.13 6,01 40.7 224 0.191 8.12
10 NM 10:52 1411 6.03 0.0 227 0.191 7.77
11 10.41 10:55 1411 6.01 0.0 230 0.191 7.93
12 NM 10:58 14.13 6.08 0.0 230 0.192 7.49
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized




P.W. GROSSER CONSULTING, Inc

T DRIVEN SOLUTIONS

Well Sampling Log

Well Designation: 10B Sampled By: KM/AM
Site Address: 104 Rocky Point Road Middle Island NY Project Manager: RB
Project Number: BSD1504
Measuring Point (feet above MSL) (NAVD88) 59.93 Well Use: Monitoring
Depth to Product (ft): N/A Product Elevation (ft): N/A
Depth to Water (ft): 12.01 Groundwater Elevation (ft): 47.92
Depth to Bottom (ft): 140.25 Bottom Elevation (ft): -91.97
Depth to Top Screen BGS (ft): 131.90 Pump Speed NR
Depth to Bottom Screen below BGS (ft): 151.90 Well Diameter (in): 2
Depth to Pump (ft): 141.00
Sample Date: 9/10/2025 Begin Purge Time: 10:23
Sample Time: 10:55 Complete Purge Time: 10:53
Pump Type Sample Champ XL Sample Method: Low Flow
Average Purge Rate (mL/min): 350 Purge Time (min): 30
Total Purge Volume (L): 10.50
Sample Appearance: Brown Odors Observed: None
Analytical Laboratory: Pace/Galbraith Notes: Well is accessible and in good condition.
Date Shipped: 9/10/2025 Dissolved metals were collected using a 0.45
rascigaco o) s
Analyses Requested:
VOCs, SVOCs, Total/Dissolved Metals, TDS, Cations/Anions (Ammonium, Chloride, Bromide,
Nitrate/Nitrite, Total Notrogen, Sulfide, Phosphate, lodide, Carbonate, Bi-carbonate,
Fluoride)
Field Stabilization Parameters
Reading DTW (ft) Time Temp. pH Turbidity ORP Cond. DO Note
below MP HH:MM (°C) NTU mvVv (mS/cm) mg/L
1 NM 10:23 13.08 6.12 893 18 0.174 3.72
2 NM 10:26 13.21 5.64 310 44 0.165 0.74
3 NM 10:29 13.27 5.22 62.8 74 0.171 0.06
4 NM 10:32 13.31 4.86 30.6 93 0.172 0.02
5 NM 10:35 13.33 4381 11.2 100 0.176 0.10
6 NM 10:38 13.34 4.88 3.8 101 0.182 0.26
7 NM 10:41 13.33 4.88 0.1 105 0.186 0.48
8 12.0 10:44 13.36 4.82 0.0 112 0.191 0.68
9 NM 10:47 13.31 4.77 0.0 117 0.193 0.74
10 NM 10:50 13.33 4.74 0.0 120 0.195 0.79
11 NM 10:53 13.33 471 0.0 124 0.197 0.81
Stabilization Parameters 3% 0.1 10%* +10 3% 10%*

*Turbidity if three values are less than 5NTU , consider the values stabilized
*DO if three values are less than 0.5 mg/L, consider the values stabilized
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Equipment Calibration Log

Equipment Serial Time Temp. pH Turbidity ORP Cond. DO
Model Number HH:MM (°C) NTU mvV (mS/cm) mg/L
Horiba U-52 51890 7:35 16.69 3.97 0.0 280 4.48 9.60
Horiba U-52 224397 7:36 17.33 3.98 0.0 255 4.50 9.42
Calibration Values 4.00 0.0 221-241 4.49 0.0
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Equipment Calibration Log

